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600 t.p.h. COAL 
PREPARATION PLANT. 

 
Feed rate to plant 600 t.p.h., 
Material -100mm R.O.M. 
Dense medium separation 
utilising twin stream Larcodem 
separators rated at 540 t.p.h. 
(270 t.ph. per Larcodem) 

 

270 t.ph. Larcodem Vessel c/w 
Cean Coal and Discard Crash 

Boxes. 

 

3 – HSG 1000 Don Valley 
Centrifuges 

 

A Complete Service to Industry … with over 60 years of experience, Don Valley have 
established a high reputation as Designers and Manufacturers of systems for the handling, 
transportation, storage, reclamation and beneficiation of most bulk products.  
 
 
 

600 t.ph. CPP under construction 
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Manufacture … Don Valley’s head office and workshops are located on our Doncaster site at Sandall Stones 
Road. The site contains a considerable amount of covered storage for the housing of our extensive spare parts 
holding and contract items requiring storage prior to delivery to site. Generally the nature of design and build 
contracts dictate that the bulk of fabricated steelwork is prepared and delivered directly to site for installation 
after being inspected for accuracy and quality. Where items require pre-assembled prior to delivery to site they 
are received into our works, inspected, assembled and tested before delivery. 
 
Installation and Commissioning … most work is carried out by Don Valley Engineering Construction Ltd’s 
own erection personnel and close site supervision is maintained throughout all contract periods to ensure 
customer satisfaction. When required specialist equipment manufacturers representatives are subject to the same 
strict standards. 
 
Quality Control … Don Valley Engineering Co Ltd is has been assessed and registered by the National Quality 
Assurance Ltd (NQA) against the provisions of :- 

BS EN ISO 9001:2000 
 

 
 

1000 t.p.h. COAL 
PREPARATION PLANT. 

 
Feed rate to plant 1000 t.p.h., Material -
100mm R.O.M. 
Dense medium separation utilising triple 
stream Larcodem separators rated at 810 
t.p.h. (270 t.ph. per Larcodem) 
 

 

 

Plant Specification 
 

Feed Rate to Plant  – 1000 t.p.h. 
 

Material to Plant  – minus 100 mm Raw Coal 
 
Washing System  – Triple Stream Larcodem Dense 

Medium Plant (3 x 270 t.p.h.) 
Washing -100mm +2mm fraction. 

 

Larcodem Capacity  – 810 t.p.h. 
 

Fine Coal Treatment  – Up to 250 t.p.h. of minus 2 mm 
material treated in a two stage 
Hydrosizer Upward Current 
Cleaner, designed to recover the 
clean coal fines. 

 

Untreated Fines  – Up to 200 t.p.h. of minus 10 mm 
raw coal for  blending. 

 

Products from Plant  – Up to 500 t.p.h. of large coal -
100mm +32mm.  
Up to 750 t.p.h. of small coal -
32mm.  
Up to 100 t.p.h. of tailings -0.1mm 


