Continuous separation of solids from liquids

Capacities up to 250 t.p.h. DON VALLEY

ENGINEERING

Proven dewatering ability COMPANY Ltd

Arranged for easy access and maintenance
. _ SANDALL STONES
Full dynamic balancing ROAD
o _ KIRK SANDALL
Lubrication failure cut out DONCASTER
, DN3 1QR
Overload protected self cleaning system ENGLAND

Full service parts and support TEL -

+44 (0)1302 881188
FAX :
+44 (0)1302 881000
EMAIL :
sales@donvalleyeng.com
WEB :
www.donvalleyeng.com

Design and installation

Des'cript'ion of Operation
Wet solids are presented continuously to the sdiafheter of a tapered wedge
wire basket via the feed inlet. Solids are retaimetthe rotating basket and

horizontal vibrations assist in transporting thenthte large diameter open end.
Water passes through the basket due to the cegdtifarces of up to 80G.
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Recent developments of our machines have
shown economic savings in the reduction of
moisture of a variety of minerals.

Our applications engineers will be able to
give a fully detailed specification on supply
of the following information :-

Size analysis of feed material.

Feed rate (tph).

Separation size.

Moisture content of feed material.
Position of effluent feed.

Required moisture content of product.

ouhwnNE

DON VALLEY CENTRIFUGES are capable
of accepting a feed up to 50 mm top size and
in order to obtain best dewatering may require
additional water to feed material prior to entry
to the centrifuge chamber.

YPE HSL | HSL | HSL | HSG | HSG | HSG | HSG
500 | 600 | 750 | 1000 | 1100 | 1200 | 1300

Typical Feed | 1050 | 50/30|  40/50, 50/200 100/15050/200| 200/250
Capacities tph

Drive Motor kw 7.5 7.5 7.5 22 30 37 55
Length mm 1500| 1500 1500 2260 2425 2425 2900
Width mm 1373 | 1373| 1480 1880 2010 2035 2225
Height mm 1329| 1329 1412 1705 1845 1945 2080

Weight approx kg 1100 110¢ 1500 36Q0 4100 4530 07Q0
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